ZEITERFASSUNG

Speziell abgestimmtes Zeiterfassungsterminal fur ZEIT+

In 15 Minuten betriebsbereit! Konfiguration Gber die ZEIT+ Formate B1, B2 B3 und B4.

Ethernet 100BaseT od. WLAN 802.11b. Bertihrungslose Identifikation mit integriertem RFID Leser
Verfligbare Systeme: Legic®
Mifare®
Hitag™/EM
6 Funktionstasten (Mehrfachbelegung Gber Parametrierung mdéglich)
Datenspeicher 256 KB SRAM (ca 500 Stammsétze / 3000 Buchungen)
Erweiterungen: 1,2, 4,8 MB SRAM
RS485 Schnittstelle zum Anschluss von externen Zutrittslesern
Relais zur Tlroéffnersteuerung

RFID - Mobile Datenerfassung - Barcodesyteme




ELECTRICAL

Voltage 12V +/- 5%DC
Power Consumption normal operation 50mA, 200 mA maximum with
all devices active

ENVIRONMENTAL

Temperature 0°C - 50°C (operating) / -20°C - 70°C (storage)
Humidity 20% - 90% non-condensing (operating) /

10% - 95% non-condensing (storage)
Environment Dust-proof
PHYSICAL
Weight 1,6 kg maximum including all batteries
Housing ABS plastic
Color Black
Dimensions 150mm x 150mm x 50mm (L x W x H)
INDICATOR
Buzzer External Volume Control
LCD display Support 128 x 64 dots FSTN with LED back-lit
LED 4 color LEDs
MEMORY
Programm Memory 1 MB Flash
Data Memory 256 SRAM on board optional memory card from

1 to 8MB SRAM

System Clock 16 bit CPU running at 22.11 MHz

INPUT DEVICE

Built-in RFID Reader Legic® Mifare® or Hitag™/EM

Built-in-Keypad Rubberkey, 21 keys including 6 function keys

External Reader Port 1 External reader can be connected as RS232-TTL
device.

Exernal Keyboard PS/2 Type through mini-Din connector, optional

COMMUNICATION PORTS

Standard RS232 or RS485
(half and full duplex) / 20mA current loop, COM3 is
Fixed to RS232

Optional Cards 10/100 BaseT or WLAN 802.11b

DIGITAL INPUT / QUTPUT

Up to 4 digital inputs & 4 digital outputs are available
Photo-coupler can be used to monitor
external devices.
Relay output can be used for door control
switches etc.

Input/Output
Types of Input

Types of Output

BATTERY

Operation Battery ~ The battery voltage can be monitored. An on-board
self-shutdown circuit is included to prevent
over-discharge of battery

Backup Battery 7.4V, 2000mA Lithium-lon battery

CALENDAR

calendar chip with battery back-up

SAFETY & REGULATORY APPROVALS

Zentrale/Head-Office: Niederlassunaen:

V&B Datentechnik AG
Alte Steinhauserstrasse 21
CH-6330 Cham

Tel. +4141 743 11 50
Fax +4141 743 19 94
E-Mail vb.ch@vb-int.com

V&B Datentechnik AG V&B Datentechnik AG
Auf dem Rosenkdmpchen 11 Feldweg2

D-51597 Morsbach A-5081Anif/Salzburg
Tel. +49 2294 99 13 10 Tel. +43 6246 77 470
Fax +492294 99 13 12 Fax +43 6246 77 410
E-Mail vb.de@vb-int.com E-Mail vb.at@vb-int.com

KOMMUNIKATION

Ethernet 100/10 BaseT oder WLAN 802.11b

IDENTIFIKATION Interner RFID Leser

EM/Hitag 125 kHz, Leseabstand 6..10cm

Legic, 13,56 MHz, Leseabstand ~ 6 cm

Mifare, 13,56 MHz, Leseabstand ~ 6cm

Transponder als Schlisselanhdnger od. Ausweiskarten

EXTERNE ZUTRITTSLESER

Das 5100 Zeit+ Terminal unterstiitzt max. 3 Zutrittsleser
angeschlossen Uiber eine RS485 Schnittstelle. Die Zutritt-
prufung erfolgt tiber den geladenen Ausweis am Terminal!
(zeitabhangige Zutrittskontrolle ist Uber eine
Software-Option moglich)

Fur jeden externen Zutrittsleser kann einen beliebige Zeitart
hinterlegt werden. Die Turoffner-Steuerung erfolgt Giber einen
Relaiskontakt vom 5100 Terminal, oder Uber ein codiertes Relais,
gesteuert Uber den jeweiligen Leser.

Es stehen 3 Modell zur Auswahl

Leser 551: Auf-, Unterputzvarianten
Leser 552: Auf-, Unterputzvarianten, optional mit Folientastatur
Leser 553: Fur alle géngigen Marken-Schalterprogramme

Alle 3 Typen sind mit den Systemen EM/Hitag, Legic und Mifare
erhaltlich.

.

(((.)J

Leser 553

Leser 552

Leser 551

MBI Niederwimmer GmbH
Hamerlingstr. 42
A-4020 Linz
www.mbi.at


http://www.mbi.at/

